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  Description:5mm Round 

  Package Dimensions 

                                              

 

 

Lens Material Emitting Coior 

Tinted Diffused Yype InGaN Yellow 
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  Absolute Maximum Ratings atTA=25℃ 

 

Parameter Maximum Ratimg Unit 

Power Disspation 80 mW 

Peak Forward Current 

(1/10Duty Cycle,0.1ms Pulse Width ) 

60 mA 

DC Forward Current 30 mA 

Reverse Voltage 5 V 

Operating Temperature Range -20℃ to+80℃ 

Storage Temperature Range -40℃ to+100℃ 

Lead Soldering Temperature 

[1.6mm(.063″)From Body] 

260℃ for 5 seconds 

 

Eiectrical Optical Characteristics at TA=25℃ 

 

Parameter Symbol Min Typ. Max. Unit Test Condition 

Luminous Intensity Iv 80  150 mcd IF=20mA 

Viewing Angle 2θ1/2  25  deg  

Peak Emisson Wavelength λp 585  595 nm IF=20mA 

Chromaticity Coordinate X/Y    nm IF=20mA 

Spectral Line Half-Width △λ     nm IF=20mA 

Forward Voltage VF 1.8 2.0 2.2 V IF=20mA 

Reverse Current IR   40 μ A VR=5v 
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